
33

LF
 3

00
0®

P
us

h-
In

 F
itt

in
g

s
0

1
 //

 F
it

ti
n

g
s

Level 3 reduit / EN_Level 4 sans numeroLF 3000® Push-In Fittings / Banjo FittingsLF 3000® Push-In Fittings / Plug-In Fittings and Accessories

3118 �Single Banjo, Male BSPP and Metric Thread�

Technical polymer, Nickel-plated brass, NBR

 
ØD C     E F G H L1 L2 Kg

3 M3x0.5 3118 03 09* 3.0 - 8.5 13.0 5.0 16.0 0.005

4
M5x0.8 3118 04 19* 4.0 - 8.5 13.0 5.0 16.5 0.004

G1/8 3118 04 10 4.0 13.0 8.5 17.0 7.0 18.5 0.012

6

M5x0.8 3118 06 19* 4.0 - 10.5 13.0 7.0 18.5 0.004

G1/8 3118 06 10 4.0 13.0 10.5 17.0 7.0 20.0 0.013

G1/4 3118 06 13 5.5 17.0 10.5 21.0 9.5 22.0 0.023

8

G1/8 3118 08 10 4.0 13.0 13.5 16.5 7.0 25.0 0.014

G1/4 3118 08 13 5.5 17.0 13.5 21.0 9.0 27.0 0.024

G3/8 3118 08 17 5.5 20.0 13.5 24.5 11.0 29.0 0.038

10

G1/4 3118 10 13 5.5 17.0 16 21.0 9.5 29.0 0.025

G3/8 3118 10 17 5.5 20.0 16 24.5 11.0 31.0 0.039

G1/2 3118 10 21 8.0 25.0 19 27.5 13.5 36.5 0.083

12
G3/8 3118 12 17 5.5 20.0 19 24.5 11.0 34.5 0.040

G1/2 3118 12 21 8.0 25.0 19 27.5 13.5 36.5 0.075
*With screwdriver slot

3018 �Single Banjo, Male BSPT Thread�

Technical polymer, Nickel-plated brass, NBR

 
ØD C     F G H L L1 Kg

6
R1/8 3018 06 10 13.0 10.5 18.5 20.0 7.0 0.015

R1/4 3018 06 13 17.0 10.5 22.5 22.0 9.5 0.029

8
R1/8 3018 08 10 13.0 13.5 18.5 25.0 7.0 0.016

R1/4 3018 08 13 17.0 13.5 22.5 27.0 9.5 0.030

10
R1/4 3018 10 13 17.0 16 22.5 29.0 9.5 0.031

R3/8 3018 10 17 21.0 16 26.5 31.0 11.0 0.048

12
R1/4 3018 12 13 21.0 19 26.5 34.5 11.0 0.052

R3/8 3018 12 17 21.0 19 26.5 34.5 11.0 0.050
Pre-coated thread

A modular solution designed to orientate the tube according to the 
application. Ø metric:  

4 to 12 mm

Advantages

•	Screwed from above, for minimum space between  
	 connections

•	360° orientable

•	Stacking of banjo bodies to allow construction of 2 to 6 outlets

Technical Characteristics

• Compatible Fluids: �Compressed air 
Other fluids: please consult us

• Working Pressure: Vacuum to 20 bar

• Working Temperature: -20°C to +80°C

Tightening 
Torque  
(daN.m)

Threads

M3 
x0.5

M5
x0.8

G1/8 G1/4 G3/8 G1/2

0.05 0.1 0.4 0.5 0.6 0.7

Reliable performance is dependent upon the type of fluid conveyed, component 
materials and tubing being used.
Use is guaranteed with a vacuum of 755 mm Hg (99% vacuum).

Component Materials

O-ring: NBR

Release button: 
technical polymer

Bolt: nickel-plated brass, with or without pre-coating, depending on the configuration

Body: technical polymer

Silicone-free

Regulations

• ISO 14743
• PED

• RoHS
• REACH

DN

Thread (C) M5x0.8 G1/8 G1/4 G3/8 G1/2

2.5 5.5 8.5 11 13

Thread and bore diameters for part numbers 3524 - 3527 - 3528 - 3529:

Installation Configurations

KOVAZ.cz

https://ph.parker.com/us/en/lf-3000-pneumatic-banjo-fittings
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