LF 3800 Push-In Fittings / Stud Fittings

Made of 316L stainless steel, this range is suitable
for conveying corrosive or food fluids, in aggressive

environments or for high hygiene requirements. @ metric: 4 to 12 mm

@inch:3/16" to 1/2”

Technical Characteristics Component Materials

e Compatible Fluids: All fluids compatible with the fitting Protecteniaaner
component materials stainless steel 316L

e Working Pressure: Vacuum to 30 bar (20 bar: 3879 and 3889)
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¢ Working Temperature: -25°C to +150°C Collet:
stainless steel
N Teass | VS cis | s | cus | G Body: » &
Tightening . stainless steel c
Torque daN.m | 016 | 08 12 3 35 EIEE £
omm | 4 6 8 10 12 L
-?il.lgl::reer::g daN.m Adaptor: Seals: M
Torque min. 0.5 0.5 0.6 0.6 0.6 o -
max. 09 09 1 1 1 3161
Reliable performance is dependent upon the type of fluid conveyed, component
materials and tubing being used.
Use is guaranteed with a vacuum of 7565 mm Hg (99% vacuum).
Technical performance tested at -25°C according to the ISO 14743 standard.
¢ Resistance to corrosion thanks to the component material
¢ I1SO 14743 e FDA: 21 CFR ¢ Suitable for permanent food contact
* RoHS * PED « Suitable for industrial cleaningagents and detergents
* REACH ¢ Hygienic external design, for reducing retention zones
3805 stud Fitting, Male BSPT Thread 3805 stud Fitting, Male NPT Thread
Stainless steel 316L, FKM Stainless steel 316L, FKM o
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4 R1/8 380504 10 10 3 145 0.008 4 NPT1/8 380504 11 1 3 145 0.009 %
R1/4 38050413 14 3 145 0015 6 NPT1/8 3805 06 11 13 4 18 0012 L
6 R1/8 380506 10 13 4 18 0012 NPT1/4 3805 06 14 14 4 165 0017 _‘T_
R1/4 380506 13 14 4 165 0018 8 NPT1/8 380508 11 15 5 19 0015 %
R1/8 380508 10 15 5 19 0014 NPT1/4 3805 08 14 15 6 18 0018 S
8 R1/4 380508 13 15 6 18 0018 10 NPT1/4 380510 14 19 6 24 0028 o
R3/8 380508 17 17 6 185 0025 NPT3/8 38051018 19 7225 0031
10 R1/4 138051013 19 6 24 0029 NPT1/4 38051214 22 725 0034
R3/8 138051017 19 6 225 0030 12 NPT3/8 38051218 22 8 24 0039
R1/4 38051213 2 725 0034 NPT1/2 3805 12 22 22 10 23 0045
12  R3/8 38051217 22 8 24 0040
R1/2 38051221 2 10 23 0046
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LF 3800 Push-In Fittings / Stud Fittings

3805 stud Fitting, Male NPT Thread Inch

3821 stud Standpipe, Male NPT Thread

Stainless steel 316L, FKM
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Stainless steel 316L
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3/16 NPTI/3 38055511 103 155 0010 4 NPTI/8 38210411 10 21 0006
s \PTI/E_380556 11 B4 19 0012 5 PTI/S 38210611 10 23 0007
NPT1/4 3805 56 14 4 175 0017 NPT1/4 38210614 14 24 0016
g PTI/A 38056014 19 6 25 0029 g _IPTI/E 38210811 14 24 0008
NPT3/8 3805 60 18 19 7 24 0031 NPT1/4 38210814 1425 0016
NPT1/4 3805 62 14 2 7 2% 00% 1o NPTI4 38211014 1 30 0018
12 NPT3/8 38056218 2 8 25 004 NPT3/8 38211018 17304 0010
NPT1/2 3805 62 22 2 10 25 0049 12 NPTI/4 38211214 1431 0018
5/32" (4 mm) and 5/16” (8 mm) also available
3801 stud Fitting, Male BSPP and Metric Thread 3821 siug Standpipe, Male NPT Thread Inch
Stainless steel 316L, FKM
Stainless steel 316L
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M5x0.8 3801 04 19 10 25 1740005
GI/8 38010410 13 3 165 0009 a NPTI 362181 10 2% 008
M50.8 3801 06 19 13 25 205 0010 NPT1/4 382156 14 1 006
6 GBS 38010610 3 1 15 g PTli4,,3821 6014 19 32 0018
G4 38010613 £ . : B NPT3/8 382160 18 19 32 0028
G18 38010810 Y NPT1/4 38216214 1936 0020
s G4 38010813 . CEETED 12 NPT3/8 38216218 19 37 002
638 38010817 A8 20 owm _\PTIe 38216222 2 1 Dh
. /4 38011013 19 7 5 005 5/32”(4 mm) and 5/16”(8 mm) also available
538 38011017 AR L 3831 stud Standpipe, Male BSPP and Metric
, _B14 38011213 A 7O A 0030 Thread
G3/8 38011217 2.9 265 0034
Stainless steel 316L, FKM
3821 stud Standpipe, Male BSPT Thread p

Stainless steel 316L
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4 R1/8 38210410 10 21 0.006

6 R1/8 382106 10 10 23 0.007

R1/4 38210613 14 24 0015

R1/8 382108 10 1 24 0.008

8 R1/4 38210813 14 25 0016

10 R1/4~ 3821.1013 19 30 0017
R3/8 38211017 19 30 0022

R1/4 38211213 19 31 0017

12 R3/8 38211217 19 31 0022
R1/2 38211221 22 32 0037
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M5x0.8 38310419 10 235 0.004

G1/8 38310410 1322 0.008

6 G1/8 38310610 1324 0.009

G1/4 38310613 17 24 0.015

G1/8 38310810 1325 0010

8 G1/4 38310813 17 27 0.019

(G3/8 38310817 21271 0.024

10 G1/4 38311013 17 32 0.021
G3/8 38311017 21 32 0025

G1/4 38311213 17 33 0.021

12 G3/8 38311217 2133 0.028
G12 38311221 24 36 0043

Stud standpipe 3821 and 3831 can be used as illustrated, allowing:
 stock optimisation
e installation of tees and elbows where required
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