Accessories for Push-In Fittings

These accessories are designed to improve
safety and circuit identification.

@ metric: 4to 16 mm
@inch: 1/4" to 1/2"

Safety:
e Protection of operators and equipment
* Prevents accidental disconnection
Identification:
¢ 6 colour coding for fluid circuit identification
e Easy disconnection with dismounting tool
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Technical Characteristics

e Compatible Ranges: LF 3000°, LIQUIfit®
e Working Temperature: -20°C to +95°C

e Component Materials: Tamper-proof safety clip, release
button cover, clip: technical polymer

3130 Tamper-Proof Safety Clip

Technical polymer
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4 3130 04 02 313004 03 313004 04 3130 04 05 6.6 3 0.001
6 3130 06 01 3130 06 03 3130 06 04 3130 06 05 313006 10 78 31 0.001
8 3130 08 01 3130 08 02 313008 03 3130 08 04 3130 08 05 313008 10 95 43 0.001
10 31301001 313010 02 31301003 3130 10 04 313010 05 31301010 108 42 0.002
12 31301201 31301203 313012 04 313012 05 31301210 125 51 0.003
14 313014 01 3130 14 03 15 6 0.004
16 313016 03 27 17 0.004
1/4 3130 56 01 313056 03 3130 56 04 313056 10 8 3 0.001
3/8 313060 01 1 4 0.001
1/2 313062 03 3130 62 04 14 6 0.004

Installation Process

Tamper-Proof Safety Clip
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1. Assemble the clip

2. Connect the tube 3. Cut the clip with 5. Release the tube

pliers

4. Remove the clip

Coloured Release Button Covers

Coloured release button covers can be mounted on LF 3000® and = .
LIQUIfit®fittings, supplied fitted with manual release buttons.

5 colours are available and allows colour coding to be used throughout
circuits.

*
Clips are also designed to fix

LF 3000° fittings in series within
a minimum of space.

Disconnection Tool

In cases where access is diffi-
cult, this tool can be particularly
useful.



https://ph.parker.com/us/en/lf-3000-accessories-for-push-in-fittings

Accessories for Push-In Fittings

CLIP Clip Strip for Tubing and Fittings 3000 70 pisconnection Tool

Technical polymer o0 Treated steel
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4 CLIP 0400 8 9 135 105 0007 3000 70 00 25 20 4% 0.021
6  CLIP 06 00 8 105 13 105 0.008 For disconnecting LF 3000® tubing/fittings where access is difficult, we recommend the use of
this disconnection tool.
8 CLIP 0800 7 125 105 12 0.007 ")
10 CLIP 1000 6 14 12 15 0005 g’:
12 CLIP 1200 5 165 14 165 0009 =]
14 CLIP 14 00 4 18 16 205 0.009 E
Delivered in boxes of 10 strips of the same diameter (complete with self-tapping screws of
9,5 mm length)These clips can be used with metric or inch tubing.
3110 coloured Release Button Covers
Technical polymer
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4 311004 00 3110 04 02 311004 03 3110 04 04 311004 05 0.001
6 3110 06 00 3110 06 02 311006 03 3110 06 04 3110 06 05 0.001
8 3110 08 00 3110 08 02 311008 03 311008 04 3110 08 05 0.001
10 311010 00 311010 02 31101003 311010 04 311010 05 0.001
12 311012 00 311012 02 31101203 311012 04 311012 05 0.001
14 311014 00 311014 02 31101403 311014 04 0.002
1/4 3110 56 02 3110 56 03 3110 56 04 0.001
3/8 3110 60 00 3110 60 04 3110 60 05 0.001
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0605 Fiuoropolymer Tape E
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0605 12 12 0.012
Can be used for temperatures from - 250°C to +260°C.
Chemically inert and resistant-to.gases, acids, solvents, hydrocarbons, oils, alkalines, steam etc.
Non-toxic, waterproof, self-lubricating. In accordance with CFR21.Can be used on all materials.
Used to facilitate the preparation of leak-free threaded joints.
Supplied on areel, length = 12 m, width = 12.7 mm, thickness 0.08 mm.
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